
RT 6-10K

RT 1-3K

HIGH POWER 
DENSITY 
RACK-TOWER 
2-IN-1 TRUE 
DOUBLE CON-
VERSION 
ONLINE UPS

FEATURES

DSP Control

0.9 Output Power Factor

Wide Input Range

High Efficiency Mode(ECO)

Frequency Converter Mode

Input THDi<5%

Output Voltage Regulation <1%

Output THDv<2% 

Fan Speed Control

Compact Design

Extendable Run Time

Dual input (for 6-10KVA)

Power Management Software

Multiple Communication Ports

Optional SNMP & Relay Cards

Temperature Compensation

PDU(for 6-10KVA)

1+1 Parallel for 6-10KVA

NETSTAR ONLINENETSTAR ONLINE
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Eaton Power Quality
68 Esandar Road
Wadeville
Republic of South Africa

Tel : +27 (0) 11 8240202
Fax : + 27 (0) 11 8241214
 
www.eaton.com



1. AC OUTPUT
2. EPO/Dry-Contact Input Port
3. USB Port
4. AC Input
5. Dry-Contact Port
6. Intelligent Slot
7. RS232 Port
8. Earth Line Port 

1-3K REAR PANEL DESCRIPTION

1. Ground Screw
2. REPO Port
3. Parallel Port (Optional)
4. Output Socket
5. Output Circuit Breaker
6. Maintenance Bypass Switch
7. Intelligent Slot
8. USB Port
9. RS-232 Port
10.Input/Output Terminal Block

6K REAR PANEL DESCRIPTION

1. Intelligent Slot
2. Parallel Port (Optional)
3. USB Port
4. RS-232 Port
5. External Battery Connector
6. Output Circuit Breaker
7. Output Socket
8. REPO Port
9. Maintenance Bypass Switch
10.Input/Output Terminal Block

10K REAR PANEL DESCRIPTION
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