
The Powerful Difference

The RD-E Series Inverter/Chargers

MODEL NUMBERS

  RD2624E
  RD4024E

AVAILABLE FOR

  Renewable 
Energy Systems
 Off-grid Power
 Back-up Power

AVAILABLE ACCESSORIES 

  AGS
  Battery Monitor Kit
  Conduit Box
  DC Load Disconnect
  Fuse Blocks
  Ignition Switch Lockout
  Remote - ME-RC
  Remote - ME-ARC
  Remote Switch Adapter

Magnum Energy now offers the RD-E Series Inverter/Charger 
for 230 VAC / 50 Hz installations.  The RD-E Series comes 
with all of the features you’ve come to expect from a Magnum 
product, including:

Power Factor Corrected (PFC) Charger: Our PFC charger is 
built into all of our inverter chargers.  It uses less energy from 
a generator than a standard charger – using 25-30% less AC 
current than standard chargers.

Battery temp sensor: The standard battery temp sensor 
monitors temperatures from 0 - 50° C.

Convenient switches: All RD-E Series models come with 
an on/off inverter-mounted switch with an easy-to-read 
LED indicator.

Features

Easy-to-install:  Install the 
RD-E Series in four easy steps.  
See your installation manual 
for specific instructions.

Versatile mounting:  
Mount the RD-E Series on 
a shelf or wall.

Multiple ports:  
The RD-E Series provides 
multiple ports, including an 
RS485 communication port
for network expansion, and 
a remote port.

Accessible design: 
The extra large AC access 
cover with terminal screw 
block and 360° DC connection 
terminals with covers make 
this inverter easily accessible.

Buy with ease:  
The RD-E Series is backed 
by a two-year (24-month) 
limited warranty.


